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NEU IM SORTIMENT

WANDKONSOLE für Außengeräte in SCHWARZ
WK09 / WK10

Inkl Montagematerial
Inkl. Wasserwaage
Vormontiert, schnelle Montage
RAL 7016 matt
Galvanisch, verzinktes Stahlblech

MODELL WK09 WK10

MATERIAL
2 verstellbare Gummifüße
 aus Polypropylen

Isolierscheiben

Wandbefestigungsset

ZEICHNUNG

mm 420x800x465 375x800x550

kg 140 140

Maße HxBxL 

Tragkraft 

Bestellmenge Set

“

“OUR BLACK BRACKET
IT’S COOL AND FIT
PERFECT WITH YOUR
MACHINE

Certified products and pro-
cesses are the best quality 
assurance we can offer. It is 
for this reason that we con-
tinuously compare ourselves 
with accredited institutions 
and professionals who guide 
us on our journey.

OUR
CERTIFICATIONS

ISO 9001:2015

ISO 14001:2015

ISO 45001:2018

MATERIALS AND TREATMENT

LOAD CAPACITY

Materials: electro-galvanised steel plate
Treatment: painting epoxy resins in polyester
Colour: Ral 7016 matt
Joint: 2 high resistant screw M6×70 8.8
Adjustment: 2 adjustable gummy 
polypropilene feet (patented)
Equipped with: level to adjust the wall bar

Load capacity: 140 kg
Load testing weight: 420 kg

Adjustable 
rear foot

Insulating 
washers

Wall 
fixing kit
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